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1.5.4	 In the ATS software, select “Setup Instruments“ 
from the main block diagram menu, and click the 
“GPIB Board button. Enable the GPIB and set the 
address of the GPIB board.

Step 2. Setting Up The System
2.1	 Remove the middle coax link on the left of the 

PNA-X front panel and connect the noise source to 
the CPLR THRU connector.

2.2	 If available, use a short extension to move the 
noise source plane away from the PNA-X front 
panel. This is not required, but makes connection 
of the noise source easier.

2.3	 Set up the system as shown in Figure 1. The DUT 
will be 3.5mm-female to 3.5mm-male. Set up 
the tuner with the Power/USB ports facing away 
(toward the PNA-X). use adapters as required 
to connect the tuner and create the correct 
connections for the DUT planes.

2.4	 Set the PNA-X IF BW to 1 KHz or lower. 1 KHz is 
the value used for the timing tests.

2.5	 The thru is zero length, connecting the 3.5mm m-f 
connectors together.

* Note: The first time that a USB tuner is plugged into a 
particular USB port, it will want to install the driver. 
DO NOT let it do so automatically. You must browse 
for it.

2.6	 Start the ATS software, and select "PnaxNoise.cfg" as 
a starting point. Click on the tuner icon and set up 
the tuner. If a USB tuner is already connected, click 
"Scan" and then click on the tuner to automatically 
get the model number and serial number.

Step 3. System Calibration
3.1	 Select "Calibrate->In-Situ System Cal" to start the 

SNP wizard. Set the frequencies to go from 0.8 to 
8 GHz, step 0.1 GHz, producing 73 frequencies. 
Click "Write New VNA Frequencies" if they are not 
already set.

3.2	 You will be prompted to do a 2-port cal at the 
DUT planes (DUT is 3.5mm female to 3.5mm 

male). Alt-Tab to the PNA-X software and do the 
cal. When the cal is finished, select "File->SaveAs" 
and enter the filename "Cset01", "Cset02", etc. 
Alt-Tab back to the Maury software, and use the 
number in the filename as the calset number in 
the Maury dialog.

3.3	 You will be prompted to do a 1-port S22 cal at 
the noise source plane (DUT is 3.5mm male of 
the noise source). Alt-Tab to the PNA-X software, 
and do the cal. When the cal is finished, select 
"File->SaveAs" and enter the file name "Cset01", 
"Cset02", etc. Alt-Tab back to the Maury software 
and use the number in the filename as the calset 
number in the Maury dialog.

3.4	 In the Tuner Setup dialog, select the "Fixed Posn" 
method.

3.5	 In the Fixed Position Range Setup dialog, select 
"Auto" for both the carriage and probe list. Enter 7 
carriage points and 3 probe points. Harmonics to 
include is "None". This will completely calibrate 
the tuner and the system, and create the neces-
sary files.

3.6 	 When the system cal is complete, save the config 
file, so the new filenames will be remembered.

Step 4. Noise Receiver Cal
4.1	 Leave the thru in place and select "Calibrate-> 

New Cal Fixed Posn".

Step 5. DUT Noise Parameter        
Measurements
5.1	 Connect the DUT to the DUT planes, and con-

nect the bias.

5.2	 Select "Measure->Swept Noise Fixed Posn".

5.3	 For best results, set the Auto disable option to the 
ATS method, 2 points max, and Fmin weight = 0.5. 
This will automatically filter outliers out of the data 
at the end of the measurement, and is the default in 
PnaxNoise.cfg.


